CONTRACT W56HZV-04-D-B074-ATTACHMENT 001

SOLICITATION W56HZV-04-R-S074
LAST CHANGE WAS AMENDMENT 0002 - DATED JULY 16, 2004
ONLY THE CONTRACT SPECIFICATIONS WERE CHANGED

ATTACHMENT 001

CONTRACT SPECIFICIATIONS FOR CLINS 0741AA and 0742AA

WATER TANK TRUCK, 10,000 LITER, POTABLE.
THE VEHICLE SHALL BE PROVIDED WITH THE FOLLOWING MINIMUM EQUIPMENT:
ENGINE:
-VEHICLE SHALL BE PROVIDED WITH A DIESEL ENGINE, CAPABLE OF PERFORMING AS
SPECIFIED HEREIN ON HIGH SULFUR CONTENT DIESEL FUEL.
TRANSMISSION:
MANUAL OPERATED, SYNGHRONIZED TRANSMISSION.
ALL-WHEEL-DRIVE.
STEERING:
POWER STEERING, LEFT HAND DRIVE.
BRAKES: :
A DUAL CIRCUIT, PNEUMATIC BRAKE SYSTEM ACTING ON ALL WHEELS & EQUIPPED
WITH HAND BRAKE
CAB:
STANDARD CAB WITH MANUFACTURER'S STANDARD HEATING & AIR CONDITIONING
SYSTEMS.
COOLING BOX (FOR KEEPING FOOD), 20 L MINIMUM.
_PERFORMANCE:
SHALL BE CAPABLE OF OPERATING IN TEMPERATURES RANGING FROM -230C
TO 520C.
i SHALL MAINTAIN A MINIMUM SPEED OF 89 KILOMETERS PER HOUR (KPH)
_ASCENDING A 2% GRADE, AT GVW WITH FULL A/C LOAD.
SHALL BRAKE TO A STOP WITHIN 10 METERS FROM 32 KPH AT GVW.
PARKING BRAKE SHALL HOLD THE VEHICLE AT GVW AT A 20% LONGITUDINAL
SLOPE.
TANK:
CAPACITY: 10,000 L.
TANK MADE OF STAINLESS STEEL (FOR POTABLE WATER)
HEAVY DUTY CONSTRUCTION.
RUNNING-GEAR - HEAVY-DUTY-AXLE IN-TANDEM
SELF-LOADING WITH CENTRIFUGAL TRANSFER PUMP
REAR MOUNTED DISTRIBUTION BAR WITH FOUR %2 INCH TAPS.
ONE MANHOLE LOCATED ON TOP OF TANK.
TOOL BOX WITH ALL TOOLS REQUIRED FOR OPERATOR MAINTENANCE
COLOR:
VEHICLE EXTERIOR COLOR TO BE LIGHT, WHITE OR LIGHT TAN PREFERED.
_ACCESSORIES:
HYDRAULIC JACK.

SPARE WHEEL HOLDERS FOR 2 TIRES.
STEEL MUDGUARDS WITH RUBBER MUD FLAPS.
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ONE LOCKABLE TOOL BOX.
ONE SET OF AXLE TOOLS.
ONE DRINKING WATER TANK, 60 LITER CAPACITY.
FIRE EXTINGUISHER, 2.5 Ib TYPE A-B-C
- TOOL BOXWITH ALL TOOLS REUIRED FOR OPERATOR MAINTENANCE



